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Submission text
Gilgen drive unit for fire-rated single-winged door DBX-B
Travel distance of max. 8500 mm

max. door weight 1200 kg
Door size ....................................... (W x H mm)

Drive solution for convenient everyday operation

and reliable fire-protection function

Function in the event of a fire alarm

Regardless of its operating status, the door is

immediately moved to the fire protection position,

either by means of the mains supply or of the

accumulators

Function in the event of a power failure

Function analogous to the fire alarm

Function Manual mode (door disengaged)

The drive unit stops as soon as the door has been

disengaged

State-of-the-art microprocessor based control

Regulates the tractive force and door speeds

Adjustable speeds in OPEN and CLOSE directions

Door movement function: "OPEN-CLOSE… / fully

automatic"

LAWAC external

Microprocessor-based switching device for monitoring

the coupling (unlocking) of the fire-rated door

Flexible power supply system

Protected installation in the drive profile (no suspended cable)
Manual unlocking to be operated from inside

Fire-protection box with integrated fire-protection

control

-
steel switch cabinet (400 x 400 x 200 mm)


to be locked with DIN two-way key bit

-
fire-protection control for fire-protection logic and


accumulator management (monitoring and charging)

-
accumulator package

-
touch contact keyboard for operation and signalling

Connection possibilities for max. 2 x 5 fire detectors

and/or customer-supplied fire alarm central, manual

triggering, signalling, etc.

Safe door locking, in CLOSED position
Inquiries: Gilgen Door Systems AG   info@gilgendoorsystems.com
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